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Part Number:  KPS-5130PD7C 

UNIT : MM[INCH] 
TOLERANCE :±0.1[± 0.004]  UNLESS OTHERWISE NOTED. 

RGB Color Sensor               KPS-5130PD7C 

*Absolute Maximum Ratings(Ta=25°C unless otherwise specified) 
Parameter Symbol Value Unit 

Reverse Voltage VR 10 V 

Operating Temperature Topr -40~+85 ºC 

 Storage Temperature Tsto -40~+85 ºC 
Soldering Temperature Tsd 260 ºC 

Features 
*Lead-free package. 

*Component in accordance with RoHS. 

*SMD style package on PCB technology. 

*Integral Color Filter in Blue, Green,or  Red. 

* Package:1.5KPCS/Reel. 

* RoHS Compliant. 

Description 
●The KPS-5130PD7C  Color Sensor Device, 

consisting of 3-Channel/1Chip (R, G, B) Si  

photodiode, is a good effective solution to color 

balance of display backlighting appliances. 

*Applications 
The devices are suitable for : 

*colorimetry. 

*printing process control. 

*display color correction. 

PRELIMINARY SPEC 
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*Electro-optical Characteristics(Ta=25°C unless otherwise specified) 

Parameter  Symbol  
R G B 

Min. Typ Max. Min. Typ. Max. Min. Typ. Max. 

Forward Voltage  VF 0.5V - 1.3V 0.5V - 1.3V 0.5V - 1.3V  IF = 10mA,H=0 

Reverse Dark Current ID - - 10nA - - 10nA - - 10nA VR = 10V,H=0 

Reverse Breakdown  
Voltage VBR 35V (Min.) 35V (Min.) 35V (Min.) IR = 100uA,H=0 

light Current  IL 

0.35uA (Typ.) - - λp=630nm 
EV=100 lx,VR=5V 

- 0.05uA (Typ.) - λp=560nm 
EV=100 lx,VR=5V 

- - 0.30uA (Typ.) λp=470nm 
EV=100 lx,VR=5V 

Condition  
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Tape Specifications 
(Units : mm) 

KPS-5130PD7C 

Recommended Soldering Pattern 
(Units : mm; Tolerance: ± 0.1) 
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PACKING & LABEL SPECIFICATIONS                              KPS-5130PD7C 
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