Q “‘ WINSTAR Professional LCD Module Manufacture

Graphic 128x64dots WG12864A

Dimension drawirng

93.0%0.5
7.0 80.0 0.52
10.5 72.0(VA) 1.5 0.48
13.24 66.52(AA) 2
258 G
° N DOT SIZE
il
of |9 3.6 MAX 9.7 MAX
‘ 9.0 ‘ 5.1
s} ~
Sla=|E A B - L
=< o—tola
& 9»%?\5 T T ke 8
g flx - =g =0
Q
sl
°|[4#1.0 PTH
20 2091.0 PTH 1
& #eetrrnrrrrrARaeAaeh — g —
1.8 42,5 PTH
14.0 P2.54*%19=48.26 Q 496, 5 PAD
2.5 88.0 =D =0
L 1.6 L 1.6
LED B/L EL or NO B/L
Feature Mechamnical Data
1. Built-in controller Samsung-(KS0107 - KS0108 or Erquivalent) ltem Standard Value Unit
2.+5V power supply Module Dimension 93.0x70.0 mm
3.1/64 duty cycle Viewing Area 72.0x40.0 mm
4.N.V. Built-in -
Mounting hole 88.0x65.0 mm
PmNo Symbol B, Dot Pitch 0.52x0.52 mm

1 Vss GND

2 Vdd  Power supply (+5V) Absolute Maximum Rating
3 Vo Contrast Adjustment
. . Standard Value
4 D/l Datalinstruction ltem Symbol Unit
R in.| typ. .
5 R/W  Dataread/write min YRmex
6 E H-L Enable signal Power Supply VDD-VSS [4.75| 5.0 |5.25| V
7 | DBO  Databusline Input Voltage Vi -0.3| --- | voD | V
Note : VS§S=0 Volt, VDD=5.0 Volt.
8 DB1 Databusline
9 DB2 Databusline
10 DB3 Databusline Electronical Character/stics
Data bus line
1 DB4 ush It Conditi Standard Value .
12 DB5 | Databusline em Syl (Ceneliten | = typ. Jmax, Nt
13  DB6 Databusline VDD L level 0.7von | - Voo
Input Voltage
14 DB7 Databusline vio H level 0 0.3Vop
Supply Current IDD VDD=5V 25 | 7.5 |m
15 = CS1 Chip selectforIC1 -20°C 9.9 [10.4 | 10.9
Recommended LC Driving o
16 CS2 ChipselectforlC2 09 9.7 |10.2 | 10.7
Voltage for Normal Temp. | \/p p_\/0 25°C 89 194 |99 | v
17 RST Reset . 50°C 86 | 9.1 | 9.6
. Version module 70C 84 189 94
18 Vee Negative voltage output LED Forward Voltage|  VF 25%c ~ |42 |48 |V
_ o |A - [ 330 | &
19 A Power supply for LED+(4.2V)RA=0Q LED Forward Current|  IF 25°C }Eg;g D) 238 —
20 K Powersupply for LED (0V) ELPowerSupplyCurren]  IEL | Vel=110VACi400Hz | — | == | 5.0 |m

http://www.winstar.com.tw e-mail:winstar@winstar.com.tw aan
Tel:886-4-24262208 Fax:886-4-24262207 WINSTAR



